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21202 QUOTATION NOTICE 

To 
M/s.. 
*************************"****"*****"****""***'""**'" 

The sealed quotations are invited for water proofing treatment work for toilet block no.6 & 
8 and toilet of room no.292 at first floor including water proofing in duct in S.P hostel from the 

registered contractor of KGMU.The detail of quotation notice can be seen at website 
www.kgmcindia.edu and on the Notice board of the office of undersigned. Interested parties may 
Submit their quotations to the office of undersi gned by registered post or y hand, duly marked on 
the envelope the number and date of this notice latest by dated 2E}07/2.20 
Details of the work as given below- 
S.No. Particulars Quantity Unit Rate 

Dismantling old damage floor tiles including 
disposal of refuse as directed by the E/I. 

1. 

1.71 Sqm.. 
P/L floor tiles 300x300mm with water absorption 
less then 0.08% and conferming to IS: 15622 of 
approved make in all colours and sheds , laid on 
20mm thick cement mortar in 1:4 cement coarse 
sand including grouting of jointes with white 
cement and matching pigment. 

2. 

1.71 Sqm. 
3. S/F of C.I pipe including fitting 100mm dia 

HEPCO make. 
1.05 Rmt. 

4. S/F of PVC pipe 100 mm dia.6kg pressure ISI 
make. .50 Rmt. 
S/F P,V.C Socket 100 mm dia. 

01 No. 
S/Fof white glazed Orissa Pan 580 mm dia with 
C.I traps 100mm dia HEPCO make. 

6. 

09 Nos. 
Water proofing treatment for N-Trap of C.1/PVC 
Pipe with resin based water proofing chemical 
including fiber glass matt and fine powder. 
Applying chemical coating around trap in three 
layers up to 3to 4mm and 150mm long. Filing of 
chemical around trap in cutting area of floor 
should be 50mm thick and also including 
removing of existing cp jali from trap and refixing 

complete. 
8. 

16 Nos. 
Water proofing treatment for P-Trap of C./PVC 
pipe with resin based water proofing chemical 
including fiber glass matt and fine powder 

Applying chemical coating around trap in three 
layers up to 3to 4mm and 150mim long. Filling of 
chemical around trap in cuting area of floor 

should be 50mm thick and also including 

removing and refixing of existing pan. 10 Nos. 
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ter proofing treatment for joints of C./PVC 
ne with resin based water proofing chemical 
luding fiber glass matt and fine powder width 

chemical coating on joint not less than 250mm 
uny dia of pipe. Applying chemical coating on 

nt in three layers up to 3to 4mm thick and als0 

ntluding filling of gap between collar and pipe 
th resin based putty including fiber glass matt. 

onditions. 

(T& Labour Cess shall be paid or deducted as per rules applicable. 
The work will be completed within given time. 
(Juntity can be increase or decrease as per requirements. 

Conditional quotations are liable to be rejected. 
Ihe undersigned reserves the right to reject quotations in part or whole without assigning 

10 Nos. 

reilson. 

Yours faithfully 

(Dinesh Kumar Raj) 
Executive Enginger 

/223-2/P-Io 

Copy for information and necessary action to: 
Registrar, King George's Medical Uni versity U.P, Lucknow 
Dr. Sandeep Bhattacharya, Faculty Incharge, Website Administratiion Data Center. PHI 
awan, KGMU fpr uploading the quotao 4}e2e 

of DT. . "*********... ../ 

date2 a.1/2+2e.. 
Sri Anjani K.umar,AsSistant Engineer, Works deptt. K.G.M.U.U.P.Lucknow 

Sri T.C Yadav,Junior Engineer, Works deptt. K.G.M:U.U.P.Lucknow 

To 

Nolice Board. 

(Dinesh Kumar Raj) 
Executi ve EngineerT 


