QUOTATION NOTICE

The sealed quotations are invited for Repair wall tile, and painting, granite & other misc. work, flat no. 602 A (Dr. Ravi Kumar), Jagat Narayan Road at KGMU at kgmu from the registered contractor of KGMU. The details of quotation notice can be seen at website www.kgmciindia.edu and on the Notice board of the office of undersigned. Interested parties may submit their quotations to the office of undersigned by registered post or by hand duly marked on the envelope the number and date of this notice latest by dated.

Details of the work as given below-

<table>
<thead>
<tr>
<th>S.No</th>
<th>Particular</th>
<th>Qty</th>
<th>Unit</th>
<th>Rates</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.</td>
<td>Dismantling of Existing old plaster.</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>2.</td>
<td>12mm thick plaster 1:6 cement C-Sand on wall with cement and coarse sand including supply of all material labor and T&amp;P etc. for proper completion of the work.</td>
<td>13.98</td>
<td>Sqm</td>
<td></td>
</tr>
<tr>
<td>3.</td>
<td>P/L Kajaria or equivalent wall tiles 300x600mm. with water absorption less than 0.08% and conforming to IS:15622 of approved make in all colours and shades, laid on 20mm thick cement mortar in 1:4 cement and coarse sand including grouting of joints with white cement matching</td>
<td>7.32</td>
<td>Sqm</td>
<td></td>
</tr>
<tr>
<td>4.</td>
<td>Providing and laying Polished Granite stone flooring in required design and patterns, in linear as well as curvilinear portions of the building all complete as per the architectural drawings with 18 mm thick stone slab over 20 mm (average) thick base of cement mortar 1:4 (1 cement : 4 coarse sand) laid and jointed with cement slurry and pointing with white cement slurry admixed with pigment of matching shade including rubbing, curving and polishing etc. all complete as specified and as directed by the Engineer-in-Charge. 11.56.1 Polished Granite stone slab jet Black, Cherry Red, Elite Brown, Cat Eye or equivalent.</td>
<td>0.26</td>
<td>Sqm</td>
<td></td>
</tr>
<tr>
<td>5.</td>
<td>Scrapping old white or coloured wash etc including disposal of refuse material as directed by Engineer in charge</td>
<td>112.70</td>
<td>Sqm</td>
<td></td>
</tr>
<tr>
<td>6.</td>
<td>P/L of Birla white putty for making good smooth surface.</td>
<td>112.70</td>
<td>Sqm</td>
<td></td>
</tr>
<tr>
<td>7.</td>
<td>Distempering with oil bound distemper two coat of approved brand on old surface togive and even shade including all material, labour T&amp;P etc. complete.</td>
<td>700.37</td>
<td>Sqm</td>
<td></td>
</tr>
<tr>
<td>8.</td>
<td>Enamel painting in two coat</td>
<td>61.31</td>
<td>Sqm</td>
<td></td>
</tr>
<tr>
<td>9.</td>
<td>Providing and fixing factory made single extruded WPC (Wood Ployomer Composite) solid door/windows/celestrey windows &amp; other frames chaukhat frame size 50x100mm comprising of virgin polymer of K value 58-60 (Suspension Grade), calcium carbonate and natural fibers (wood powder/rice husk/wheat husk) and non toxic additives (maximum toxicity index of 12 for 100 gms) having minimum density of 750 kg/cum and screw withdrawal strength of 1800 N (Face) &amp; 900 N (Edge), minimum compressive strength of 50 N/mm2. modules of elasticity 900 N/mm2 and resistence to spread of flames of class A category with property of being termite/borer proof, water/moisture proof and fire retardant and fixing with stainless steel etc. all as per direction of Engineer-in-charge (Note: stainless steel screws shall be paid separately). 6mm thick.</td>
<td>11.88</td>
<td>Rmt</td>
<td></td>
</tr>
<tr>
<td>10.</td>
<td>Providing and fixing factory made single extruded WPC (Wood Ployomer Composite) solid plain white and color board for backing of cup boards and bathroom/kitchen cabinet etc. of required sizes comprising of virgin polymer of K value 58-60 (Suspension Grade), calcium carbonate and natural fibers (wood powder/rice husk/wheat husk) and non toxic additives (maximum toxicity index of 12 for 100 gms)</td>
<td>2.61</td>
<td>Sqm</td>
<td></td>
</tr>
</tbody>
</table>
property of being termite/ borer proof, water/moisture proof and fire retardant and fixing with stainless steel etc. all as per direction of Engineer-in-charge (Note: stainless steel screws shall be paid separately).
6mm thick.

11. P/F of stainless steel door handle with screw 150mm long.  
5.00 Nos.

12. P/F aluminum sliding door bolt with 16mm dia. and 300 mm long. ISI marked.  
2.00 Nos.

13. Providing carpenter with helper for repairing of old door/window and making wooden wardrobe.  
2.00 Nos.

Terms & Conditions:

1. G.S.T and labourcress shall be paid or deducted as per rules applicable.
2. The work will be completed within given time.
3. Quantity can be increase or decrease as per requirements.
4. Conditional quotation are liable to be rejected.
5. The undersigned reserves the right to reject quotations in part or whole without assigning any reason.

(Anupam Mishra)  
Executive Engineer

(Yours Faithfully)  
(Dinesh Kumar Raj)  
Superintending Engineer

Copy for Information and necessary action to:

1. Registrar, K.G.M.U, U.P. Lucknow
2. Faculty Incharge, Website Administration Data Center, PHI Bhawan, KGMU for uploading the quotation Notice in KGMU Website from date ........................ To ................................
5. Notice Board

(Anupam Mishra)  
Executive Engineer

(Dinesh Kumar Raj)  
Superintending Engineer