QUOTATION NOTICE

To,

M/s


The sealed quotations are invited for Providing water proofing treatment for C.I. drainage pipes, joints, bend, etc from 4th to 6th floor at G block gautam Buddha hostel at KGMU ut kgmur from the registered contractor of KGMU. The details of quotation notice can be seen at website www.kgmcindia.edu and on the Notice board of the office of undersigned. Interested parties may submit their quotations to the office of undersigned by registered post or by hand duly marked on the envelope the number and date of this notice latest by dated 13.06.2024.

Details of the work as given below:

<table>
<thead>
<tr>
<th>S.No</th>
<th>Particular</th>
<th>Qty</th>
<th>Unit</th>
<th>Rates</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Water proofing treatment for joint of C/I/PVC pipe with resin based water proofing chemical including fibre glass matt and fine powder width of chemical coating on joint not less than 250mm on any dia of pipe. Applying chemical coating on joint in three layers up to 3 to 4mm thick and also including filling of gap between collar and pipe with resin based putty including fibre.</td>
<td>38</td>
<td>Nos</td>
<td></td>
</tr>
<tr>
<td>2</td>
<td>Water proofing treatment for N-trap with resin based water proofing chemical including fibre glass matt and fine powder width of chemical coating on joint not less than 250mm on any dia of pipe. Applying chemical coating on joint in three layers up to 3 to 4mm thick and also including filling of gap between collar and pipe with resin based putty including fibre.</td>
<td>19</td>
<td>Nos</td>
<td></td>
</tr>
<tr>
<td>3</td>
<td>Water proofing treatment for P-trap with resin based water proofing chemical including fibre glass matt and fine powder width of chemical coating on joint not less than 250mm on any dia of pipe. Applying chemical coating on joint in three layers up to 3 to 4mm thick and also including filling of gap between collar and pipe with resin based putty including fibre.</td>
<td>5</td>
<td>Nos</td>
<td></td>
</tr>
<tr>
<td>4</td>
<td>Grouting the joints of flooring tiles having joints of 3mm width, using epoxy grout mix of 0.70 kg of organic coated filler of desired shape (0.10 kg of hardener and 0.20kg of resin per kg) including filling/grouting and finishing complete as per direction of Engineer-in-charge.</td>
<td>50.00</td>
<td>Sqm</td>
<td></td>
</tr>
<tr>
<td>5</td>
<td>Providing and fixing C.P. Floor Jali 100mm dia.</td>
<td>28</td>
<td>Nos</td>
<td></td>
</tr>
</tbody>
</table>

Terms & Conditions

1. G.S.T and laboursess shall be paid or deducted as per rules applicable.
2. The work will be completed within given time.
3. Quantity can be increase or decrease as per requirements.
4. Conditional quotation are liable to be rejected.
5. The undersigned reserves the right to reject quotations in part or whole without assigning any reason.

Yours Faithfully

(Anupam Mishra)
Executive Engineer
Copy for Information and necessary action to:

2. Faculty Incharge, Website Administration Data Center, PHI Bhawan, KGMU for uploading the quotation Notice in KGMU Website from date 12/06/24 To.... 19/06/2024
5. Notice Board.

(Anupam Mishra)
Executive Engineer